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DIN 15 402 Part 1 
Dimensions, designation
Unmachined parts (R) for drop forged and hammer forged ramshorn hooks with or without noses
Type RS     for drop forged (S) ramshorn hooks       Nos. 05 to 40 without noses
Type RSN  for drop forged (S) ramshorn hooks       Nos. 05 to 40 with noses (N)
Type RF    for hammer forged (F) ramshorn hooks  Nos. 10 to 250 without noses
Type RFN for hammer forged (F) ramshorn hooks  Nos. 10 to 250 with noses (N)

Types RS and RF Types RSN and RFN

Designation of a type RF ramshorn hook No. 100 of strength class M:
Ramshorn hook DIN 15 402 - RF 100 - M

Should lengths l1 differing from those specified in table 1 be required in exceptional cases, e.g. for 
use in conjunction with existing lifting appliances, this must be specified on ordering. The 
designation shall then read as follows, e.g. for l1 = 1500 mm :

Ramshorn hook DIN 15 402 - RF 100 - 1500 M



le Dimensions of types RS, RSN, RF and RFN ramshorn hooks

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

le  Permissible deviations for types RS and RSN ramshorn hooks

 

le Permissible deviations for types RF and RFN ramshorn hooks
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Permissible deviations for dimensions
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Weight in KG
for type

RS   RSN   RF   RFN

Ramshorn 

hook 
No.

Specially selected for production cranes, e.g. steel works cranes and rolling mill cranes
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